Planning Clearances

- You will be required to meet the minimum distances to combustibles (house, fence, shed, etc.) as per the manufacturer’s directions for the specific model of generator you are installing. In lieu of such directions, a minimum clearance of 5’0” will be enforced. (NFPA 37 4.1.4)
- The generator must be a minimum of 5’0” from openings in the wall of a dwelling (window, dryer vent, exhaust fan vent, etc.). (NFPA 37 4.1.4)
- You will be required to meet the minimum clearance to obstructions on both the air intake and exhaust side of the generator as per the manufacturer’s instructions specific to your model. (IRC 2406.1)
- The generator must be a minimum of 10’0” from the fill/vent of any propane tank. (NFPA 58 3-2.2.2)
- The generator must be 5’0” from the vent opening of any gas regulator. If the regulator is placed closer than 5’0” from the generator the vent may be piped to provide the clearance to the vent opening. The vent opening must be downturned at the end and screened. (NFPA 58 6.8.1.7)

Installation Requirements

- The generator must be installed on a concrete or approved base that is a minimum of 3” above the surrounding grade. (IRC 1305.1.4.1)
- Gas piping and gas regulator must be adequately supported and protected from physical damage. (IRC 2415.9)
- Underground gas piping shall be a minimum of 12” deep. (IRC 2415.12)
- Plastic underground gas pipe shall be installed with an adjacent tracer wire which terminates above grade at each end. (IRC 2415.17.3)
- The required appliance flex connector must be installed as per manufacturer’s instructions (these will indicate the connector must be straight or nearly straight). (IRC 2406.1)
- A sign shall be placed at the service entrance equipment indicating the type and location of the optional standby power source. (NEC 702.7)
- Black iron gas pipe is required to be painted if used outdoors. (IRC 2414.8)
Permit application

• Unless you are a homeowner personally doing your own work on your owner-occupied one or two family house you must have a licensed electrician and a licensed propane gas plumber do the work of hooking up the generator. (State Statute 20-340)
• The permit value must account for all labor and materials to complete the installation including the cost of the generator itself. (IRC 108.3)

Required inspections

• Pressure test inspection on new gas line to generator required. Underground gas piping and underground electrical conduit require inspection prior to backfilling. (IRC Section 109)
• Final inspection required. Please have manufacturer’s written installation instructions available and have the electrician scheduled to be present for the final inspection. The Building Official does not open electrical panels and will not be able to approve the installation without the electrician present. All grounds and neutrals in the existing house wiring must be separated to the first means of disconnect. (NEC 250.6)
• All items listed above will be checked for compliance at time of final inspection.